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~2"-6" Existing Concrete

Barrier Wall

€ Underdrain o

Existing Anchor Bolt (Typ.) -
Drilt and Grout dlI2(E) Bar— \

- 1"-9" Dia.

Drilled Shaft

(Typ.)

L

30°-0" Typ. (Varies from 30°-0" to 13’-0" Min.)

Front Face of Existing
Concrete Barrier Wall

PLAN - (NORTH BOUND SHOWN)

Plug Existing Conduit -
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Bonded Construction —

Joint (Typ. 3 sides)

& Sub-Pier (Typ.)
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#5 hI2(E) Bars
Spaced Evenly
| (6" min, 12" max)

3/211

~=Drill & EpoXxy Grout
2-#5 dl2(E) Bars
(Cut to Fit) 5" Min.
Embedment

2-M3(E) Top & Bot. (1'-4%" Facing)
2-hi4(E) Top & Bot. (6" Facing)

SECTION A-A
FACING DETAILS AT

EXISTING LIGHT POLE FOUNDATION

/—- hIHE) or hI4(E)

di(E) for 1-4%" Facing
d3(E) for 6" Facing

hiE)

New F-Shaped
Facing
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SECTION B-B

WAL TOTAI HEET
Bikl|  secTion COUNTY | QTAL | SHEE
90/394 - COOK 556 373
STA. TO STA.

FED. ROAD DIST, NO. 1 [ILLINOIS | FED. AID PROJECT

« (1818, ETC, 2324.6-1PIR-8 62300

BAR _SCHEDULE

FOR 1’-4%" FACING @ ONE [ IGHT FDN.

-Barrler\RT Q9B0S2A-CT Asii

7.

Bar No. Size | Length Shape

dI2(E) 2 #5 2-9"

heE) 3 #4 -4

hi3(E) 4 #4 3-0" [

BAR SCHEDULE
FOR 6" FACING @ ONE LIGHT FDN.

&K _Dwas\Cnfr _62300\03.C

=

Bar No. Size | Length Shape

di2(E) 2 #5 2-9"

PANPAO46E\STruci\

hi(E) 3 #4 1-4"

hi4(E) 4 #4 21" P}

NOTES:

1. Existing anchor bolts shall remain
in place and be blast cleaned to
gray metal.

2. Drilling and grouting #4 dI2(F) bars
shall be in accordance with Section
584 of the Standard Specifications.

3. The cost of drilling holes, furnishing
and placing Epoxy Grout and setting
#4 dI2(E) bars and blast cleaning
existing anchor bolts shall be included
in the cost per cubic yard for
Concrete Superstructure.

4. For depth of existing light pole notch
less than 10", do not use reinforcement
bars.

5. Cast new concrete monolithically with
new F-Shape Facing.

6. For Facing Details and Sections
see Sheet B2.
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F.A.l. 90/94 (DAN RYAN EXPRESSWAY)

TIST STREET TO 31ST STREET (NB EXPRESS LANES)

EXISTING BARRIER WALL MODIFICATIONS

AT CTA STATIONS

PROPOSED T/SHOULDER AT OR ABOVE EXISTING

TYPICAL PLAN
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